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LHD-2012-0002 
4313 Speedway 

Hyde Park Local Historic District 
 

PROPOSAL 

Demolish existing 2nd story rear addition and construct a new two-story rear addition. 
 
PROJECT SPECIFICATIONS 

The original residence, located on a corner lot, was built c. 1929. The original building is an 
approximately 865 sq. ft., one-story bungalow form house with minimal colonial revival 
style detailing and a side, clipped gable roof with false brackets set under the eaves. The 
porch has a projecting gable roof with an Adam style cornice return, and is supported by 
two sets of three squared columns. Two pairs of double-hung, wood frame windows are 
located symmetrically on either side of the front porch. The siding is narrow lap, horizontal, 
wood siding. The elevation facing W. 44th Street has an inset side porch and a brick 
chimney flanked by double-hung, wood frame windows.  
 
There is a raised addition centered at the rear of the house. The addition has a partial first 
level garage and approximately 250 sq. ft. of living space above. A portion of the addition 
has a hipped roof with a flat roof over the rear most section, which is supported by squared 
columns. 
 
The applicant proposes to demolish the existing addition and construct a new 
approximately 400 sq. ft., 2-story rear addition with a 9’-0” x 17’-0” rear 2-story porch. The 
hipped roof of the addition will have a ridge height slightly higher than the original house 
and will be covered with composition shingles to match the existing roof. The windows will 
be a combination of wood-frame, double-hung and awning sashes. The siding will be Hardi 
Artisan siding with a 7” exposure. The rear screened porch will have a 2-story brick 
chimney on the south elevation. Also on the south elevation is a second story bay supported 
by false brackets.  
 
The applicant further proposes to move out the wall at the side, inset porch to align with 
the main wall and to reconfigure the windows and doors. 
 
There will be no changes to the front façade or the original south side elevation. 
 
STAFF COMMENTS 

The house is listed as a contributing structure in the Hyde Park Local Historic District and 
Hyde Park National Register Historic District. Projects in the Hyde Park Local Historic 
District are reviewed according to the Secretary of the Interior’s Standards for the 
Treatment of Historic Properties, the Hyde Park Neighborhood Conservation Combining 
District Compatibility Standards and the Hyde Park Preservation Plan and Design 
Standards: 
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The Secretary of the Interior’s Standards relating to the proposed work state: 
 

New additions, exterior alterations, or related new construction shall not destroy historic 
materials that characterize the property. The new work shall be differentiated from the old 
and shall be compatible with the massing, size, scale, and architectural features to protect the 
historic integrity of the property and its environment. 

 
The Hyde Park Preservation Plan and Design Standards are as follows: 
 

3.2: Additions 
Items of most concern are finished floor height, floor-to-floor heights, roof heights 
and pitches, fenestration pattern, porch size and location, setbacks, and an overall 
scale that reflects neighborhood patterns. 
 
An addition shall not require the removal of significant portions of the existing 
house. The front façade shall remain intact.  
 
Recommendation: Changes should not compromise a house’s status as potentially 
contributing.  
 
Design additions to existing residential buildings to reflect the form and style of the 
existing house. Design an addition to be subordinate to the original house in terms 
of size, scale, and massing. 
  
Locate new additions and alterations to the rear or rear side of the building so that 
they will be less visible from the street. Extend the existing roof line in the rear of 
the house to accommodate an addition wherever possible. Match the pitch and 
height of the roof of the addition to that of the existing house. On an addition, make 
windows visible from the street compatible with the main house in terms of sash 
configuration, proportion, spacing and placement. Make the exterior siding material 
and profile of an addition match or be compatible with that of the existing house. 
 
Construct one-story additions to one-story houses when possible. Considerations of 
impervious cover may provide an exception. Design additions to have the same floor-
to-ceiling height as the existing house.  Locate second story additions at least 15’ 
setback from the front house wall. Design additions so that they do not overwhelm 
the original building.   
 
Recommendation: Wherever possible, build additions in existing attic space without 
raising the roof height. Consider the construction of attic dormers opening to the 
side or rear of the house to open underused attic space.  
 
Design side wall heights on second floor additions to be in scale and proportion to 
the original house.  
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Recommendation: Where attic heights are adequate to support second floor living 
space, dormers or rear additions that do not exceed the original roof ridge height are 
preferable, as are side walls that maintain the same proportions. 

 
The new addition is located at the rear; however because of its location on a corner lot is 
fully visible from the public right-of-way. Additions on houses located on corner lots are 
not specifically addressed in the Hyde Park Design Standards. The proposed addition is 
differentiated from the original house by offsetting the north wall and using a wider 
exposure of siding, but has compatible design elements, materials and massing. As the 
rendering shows, the addition will be minimally visible from the front view, and the 
side view allows for clear distinction between the original, historic house and the new 
addition. The front façade and roof height of the original house remains intact. 
 
CERTIFICATE OF APPROPRIATENESS REVIEW COMMITTEE RECOMMENDATION 

The project was reviewed at a Certificate of Appropriateness Review Committee 
meeting. The Committee preferred that the 2-story bay on the south elevation be 
eliminated, and that the configuration of the side door, flanked by two windows, be 
maintained. 
 
STAFF RECOMMENDATION 

Staff recommends approving the project as proposed by the applicant. 
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PHOTOS 







AV
EN

UE
 F

SP
EE

DW
AY

AV
EN

UE
 D

E 43RD ST
AV

EN
UE

 G

E 44TH ST

W 44TH ST

E 45TH ST

W 45TH ST

AV
EN

UE
 C

W 43RD ST

W 42ND ST

AV
EN

UE
 H

±
This product is for informational purposes and may not have been prepared for or be suitable for legal, engineering, or surveying purposes. It does not
represent an on-the-ground survey and represents only the approximate relative location of property boundaries.
This product has been produced by the Planning and Development Review Department for the sole purpose of geographic reference. No warranty is
made by the City of Austin regarding specific accuracy or completeness.
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